MINIMUM OF 18" OF WIRE LEFT FOR DRIP LOOP

6"

WEATHERHEAD

#6 ALUMINUM — 3 CONDUCTOR SERVICE ENTRANCE
WITH METAL STRAPS, MINIMUM OF 3

L= OR

3 INDIVIDUAL #6 ALUMINUM INSULATED WIRES
PLACED IN 1-1/4" SCH40 PVC GRAY ELECTRICAL
CONDUIT WITH STRAPS, MINIMUM OF 3

11'—6”

RAIN=TIGHT FITTING AT TOP OF METER BASE

==//—1OO AMP METER BASE

60 AMP RAIN-TIGHT PANEL WITH GROUND FAULT BREAKER

DUPLEX RECEPTACLE (WEATHER PROOF) WITH RAIN—TIGHT COVER

#4 SOLID COPPER WITHOUT A SPLICE FROM
GROUND ROD TO METER CAN GROUND LUG
STAPLED TO WITHIN 4’ OF THE END OF THE POLE

5'_6"

GROUND CLAMP

<+ 5/8" DIAMETER X 8 GROUND ROD

NOTE: TEMPORARY POLE IS NORMALLY GOOD FOR 3 TO 6 MONTHS
MUST BE A MINIMUM OF A 4x4 16 FOOT TREATED BOARD OR
TREATED POLE SUBSTANTIAL ENOUGH FOR CLIMBING
POLE MUST BE BURIED MINIMUM OF 4’

—CONSTRUCTION USE ONLY-—
CONNECTION TO MOBILE HOME
IS NOT PERMITTED
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